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7-16 Gerätebuchse

PTFE

Leistungsübertragung 

CuZn39Pb3  stress-free annealed/

typ.: 1 GHz - 40 dB, 2 GHz - 36 dB, 4 GHz - 32 dB

2011/65/EU

Z062

mit Transportschutzkappe aus Kunststoff

RoHS compliant

with plastic protective cover for transport

d

c

f

 0.2 mΩ

panel piercing

Innenkontakt

Kupplungsdrehmoment

<

(2x43 dBm (20 W) unmodulated test tones)

 0.4 mΩ
Außenkontakt

1.8 kW / 1 GHz
Isolationswiderstand > 10 GΩ

IMP 3rd order <-117 dBm/-160 dBc

                      spannungsarm geglüht

> 500

< 0.1 dB

CuBe2

4 kV

50 Ω

silicone / Silikon

IP 68  (IEC 60529)

IEC 61169-4

Materials / Material  

Schutzklasse
Betriebstemperatur 
Umgebung

Durchgangswiderstand 

Prüfspannung
Betriebsspannung 

Einfügedämpfung 
Rückflussdämpfung 
Wellenwiderstand 
Elektrische Eigenschaften
Dichtung
Isolierung

Außenkontakt
Innenkontakt
Bauteile

-40°C / +85°C

Steckgesicht nach

mating life

outer contact

impedance 

Components

gasket

insertion loss 

interface dimensions acc. to 

Steckzyklen

centre contact

working voltage 

operating temp.  

return loss 

contact resistance

Electrical characteristics

insulator

voltage proof 

protection class

Finish  / Oberfläche 

Cu2Ag3
Cu2Ag5

coupling torque

intermodulation

insulation resistance 
power 

Environmental
outer contact

2.7 kV

Montagebohrung

Intermodulation 

centre contact

RoHS konform

Mechanische Eigenschaften

25 - 35 Nm

Mechanical characteristics
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