RJ45 module Cat.6A T568A UTP
RJ45 module Cat.6A, unshielded, meets or exceeds the specifications of IEC 60603-7-41, evidence by certificat;
GHMT Type Approval, evidence by certificate;
for applications according to ISO/IEC 11801-2, Annex E (10 Gbit/s, PoE Type 4);
optimized contact design to avoid sparks in the area of data transmission;
eligible for 4PPoE (PoE Types 3 and 4), tested on the basis of IEC 60512-99-002 and EN 60512-9-3;
IDC contacts eligible for solid and stranded wires;
no need for module-specific tools to terminate wires;
optional plug-in dust-shutters in 5 different colours available to denote individual applications.
The permanent link consisting of this module and the horizontal cable as specified elsewhere in this tender has to meet or exceed the specifications of ISO/IEC 11801-1 permanent link class EA; this has to be proven by a link certificate!

Features:
Depth:                  ≤ 22.8 mm
Width:                  ≤ 14.8 mm
Performance:            IEC 60603-7-41 Cat.6A
Plug compatibility:     RJ45, RJ12 and RJ11 plugs,
                        protection against overbending 
                        the contacts
Mating cycles:          ≥ 750
Cable diameter:         ≤ 9 mm
Contacts:               8
Contact design:         Optimized design, evidence 
                        provided by data sheet
Wire connection:        IDC
Wire diameter:          0.9 – 1.6 mm
Conductor dimensions:   solid: AWG26/1–22/1
                        stranded:  AWG27/7–22/7
Pin/pair assignment:    T568A
Latch material:         PC UL94 V0
Colours for opitonal dust shutters: black, orange, green, blue, yellow
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